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PRIMARY BELT CLEANER

Construction

- Segmented Molded Polyurethane Blade

- Frame Alumunium Bar Bast And Base Frame From Pipe
- Adjustable Spring Tension Turret For Simple Adjustable
- Belt Tension, Site Gauge Gives Confirmation Of Optimal

MODEL BW BLADE PIPE ALUMUNIUM QTY

GPC-45-PU 450 300 1500 380 2
GPC-50-PU 500 450 1500 530 3

e . GPC-60-PU 600 450 1650 530 3

i GPC-65-PU 650 600 1700 680 3

GPC-75-PU 750 600 1800 680 4

_ GPC-80-PU 800 600 1900 680 4

) GPC-90-PU 900 750 1950 830 5

GPC-100-PU 1000 900 1950 980 6

GPC-105-PU 1050 900 2150 980 6

GPC-120-PU 1200 1050 2250 1130 7

GPC-140-PU 1400 1200 2450 1280 8
GPC-150-PU 1500 1350 2600 1430 9

- Solid poyurethane blade provides effiecient,

first stage cleaning. Design help prevent GPC-160-PU 1600 1350 2600 1430 9
material buildup.

GPC-180-PU 1800 1500 2750 1580 10
- The blade cleans at the most Eficient point
on the conveyor - the belt head section. GPC-200-PU 2000 1650 2950 1730 11
- Fast and easy two bolt, slide out blade O S50 ELAY 12
replacment save time and money GPC-220-PU 2200 1800 3150 1880 12
- Designed specially for harsh application, GPC-230-PU 2300 2100 3350 2180 14
the rugged design can succeed where other
cleaners fail. when used with Geroll heavy GPC-240-PU 2400 2100 3500 2180 14
duty secondary cleaner, excellent belt B Co RO P o P . i
cleaning is obtained ) }
GPC-260-PU 2600 2250 3700 2330 15

- Simple design offers quick easy installation
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SECONDARY BELT CLEANER
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Construction

MODEL BW  BLADE PIPE ALUMUNIUM QTY

- Extra heavy segmented molded urethane
GSC-45-PU 450 380 1500 460 5
o ety coll SPRgE GSC-50-PU 500 456 1550 536 6
- Extruded alumunium frame GSC-60-PU 600 532 1650 612 -
GSC-65-PU 650 608 1750 688 8
GSC-75-PU 750 684 1800 764 9
=ssmc = GSC-80-PU 800 760 1900 840 10
GSC-90-PU 900 836 1950 916 11
GSC-100-PU 1000 912 2100 992 12
GSC-105-PU 1050 988 2150 1068 13
GSC-120-PU 1200 1140 2250 1220 15
A GSC-140-PU 1400 1292 2450 1372 17
| GSC-150-PU 1500 1444 2600 1524 19
LN GSC-160-PU 1600 1520 2750 1600 20
GSC-180-PU 1800 1748 2950 1828 23
GSC-200-PU 2000 1900 3150 3230 25

- Solid poyurethane blade provides effiecient,

first stage cleaning. Design help prevent GSC-210-PU 2100 2128 3334 2208 28
material buildup

GSC-220-PU 2200 2204 3450 2284 29

- The blade cleans at the most Eficient point
on he conveyor - the belt head section. GSC-230-PU 2300 2204 3550 2284 29
- Fast and easy two bolt, slide out blade GSC-240-PU 2400 2432 3639 Rl 32
L "oTeY GSC-260-PU 2600 2432 3639 2512 32

- Designed specially for harsh application,
the rugged design can succeed where other
cleaners fail. when used with Geroll heavy
duty secondary cleaner, excellent belt
cleaning is obtained

- Simple design offers quick easy installation
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Construction

®

- Standard carbon steel

- Heavy duty construction with 1” thick
polyurethane wiper blades for long and
eficient cleaning.

MODEL

GVP-45-PU

GVP-50-PU

GVP-60-PU

GVP-65-PU

GVP-75-PU

GVP-80-PU

GVP-90-PU

GVP-100-PU

GVP-105-PU

GVP-120-PU

GVP-140-PU

GVP-150-PU

GVP-160-PU

GVP-180-PU

BW

450

500

600

650

750

800

900

1000

1050

1200

1400

1500

1600

1800

BLADE

500

550

650

700

800

850

950

1050

1100

1250

1450

1550

1650

1850

PIPE

1010

1060

1160

1210

1310

1360

1460

1560

1610

1760

1960

2060

2160

2360

V-PLOUGH BELT CLEANER

- Maximum level of cleaning on return side belt prevents
foreign material build and decreases resultan roller damage

- Diverts material when mounted on the top side of the bolt
discharging material tot one or both side of conveyor belt

- Protect tail pulley and belt when used as tramp material
diverter and bottom elt cover cleaner.

BELT DIRECTION i
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